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A One Hubbell Solution.
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With over a century of experience in offshore 
applications, choose Hubbell Harsh & Hazardous 
for globally certified; communications, lighting, 
control and connection products.



The Hubbell Harsh and Hazardous family of brands showcase here a selection of 

some of their most innovative products. Featuring Chalmit’s Protecta X LED luminaire, 

this product truly breaks the linear mould for superior output and a market-leading 

lifespan. You can also read more about Hawke International’s newly relaunched 

range of Cable Glands which takes their best loved and globally renowned glands, 

and updates them with new and innovative features. GAI-Tronics set the standard for 

quality, durability and reliability within the worldwide industrial market and highlight 

here an impressive range of communication and notification products. Finally, why 

not discover Killark’s revolutionary KFL-X LED floodlight, the luminaire designed 

to withstand some of the world’s most harsh and hazardous environments whilst 

incorporating some impressive and vital features.

These best in class brands provide innovative, market leading products across a wide 

variety of applications covering global certification options. A One Hubbell Solution.

Chalmit, GAI-Tronics, Hawke and Killark are all members of the Hubbell Harsh & Hazardous family. 
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Our Brands, Our Products



HDL106N 

The HDL106N is a robust and versatile floodlight. Several 

configurations are available allowing the HDL to function as a 

small bulkhead or floodlight, alternatively, up to four units can 

be linked together to replicate a large 250W/400W floodlight. 

Featuring an integrated power supply and offering maximised 

output with low power consumption, the HDL106N is 

constructed in Marine Grade Aluminium but weighs only 

6kg. An additional Crane Damper bracket is available as an 

accessory to minimise the vibrations experienced when the 

HDL106 is installed on moving offshore/ marine cranes. 

Protecta III LED Industrial 

The market-leading Protecta range has a long established reputation  

as a reliable, excellent quality and high-performing luminaire range. 

The Protecta III delivers all the recognised benefits of the existing 

Protecta range including; a proven robust enclosure, excellent IP and 

low maintenance features to serve heavy industrial and harsh marine 

environments. The Protecta III also boasts an expected useful lifespan 

of up to 155,000 hours at 45°C or 120,000 hours at 25°C. The Emergency 

version also features automatic self-test and battery monitoring. 
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The result of years of development and customer study, the globally 

certified Protecta X puts the latest LED technology at the heart of its 

innovative design. Specialised optics ensure targeted output and deliver 

the performance of a 4ft linear in a lightweight, compact body. The 

Protecta X also offers a maintenance free lifespan of 120,000 hours at 25 °C 

due to effective thermal management achieved through the separation of 

the driver and LEDs housed in a Marine Grade Aluminium body. 

The X’s innovative Front Access Panel also means that the days of removing 

everything from a linear enclosure, including the LED array, to install wiring 

are gone! Installers can now just take off the front panel, wire and go! 

The Emergency version also benefits from an innovative “Hot Swappable” 

battery stick which can be easily swapped while the luminaire is energised. 

To discover more visit www.XSeriesLED.com

www.chalmit.com



Elemec3 

Elemec3 (E3) is a network enabled  

Public Address and General Alarm  

(PA/GA) system designed for life critical 

installations in the world’s toughest 

industrial communications markets. 

Using IP technologies to fully utilise end 

user infrastructure, the Elemec3 high 

integrity PA/GA systems are commonly 

used on Oil & Gas Platforms, FPSOs, 

Power Generation Plants, Refineries, 

Chemical Plants and industrial facilities 

worldwide where the safety of all 

personnel is of primary importance. 

The equipment is fundamentally 

designed for fail-safe operation, with 

extensive system and fault status 

monitoring for maximum availability at all 

times. Prioritised paging and emergency 

broadcasts, alarms may be automatically 

or manually initiated from any point on 

the system with system expansion being 

defined by the user’s network.

Auteldac 5 

The Auteldac 5 (A5) telephone is an 

ATEX and IECEx approved, weather 

resistant unit, designed to withstand 

arduous industrial atmospheres and 

environmental extremes. Certified 

for safe operation in hazardous areas, 

the Auteldac 5 carbon loaded glass 

filled polyester enclosure eliminates 

risk of rust and corrosion. Features 

such as ‘electronic on-hook sensing’ 

and ‘electronic tone ringer’ ensures an 

enclosure protection of up to IP66. 

Should the handset be left off-hook, the 

A5 will automatically revert to on-hook 

state after a period of 7 minutes (optional).
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The Metron Eledyne fire pump controller type 

EFP/FD4e/Ex nR is designed to specifically meet 

the latest ATEX requirements for Zone 2 classified 

to meet with the latest NFPA No.20 rules and 

regulations for diesel engine fire pump controllers. 

FM Approved to 1321/23 (fire pump controllers) and 

3611 (Non-incendive for electrical equipment in 

hazardous locations).  

This control panel has an explosion protection rating 

of Ex nR IIC T4 with an ingress protection to IP65. The 

unit is supplied with a test certificate in accordance 

with the ATEX (FM14ATEX0039X) standard. There are 

also three Ex termination boxes included for DC, AC 

and remote monitoring customer termination. 

FD4

See full product details at www.GAI-Tronics.com

www.GAI-Tronics.com



Connectors

Utilising the most advanced technology, Hawke’s range of globally certified 

connectors are designed for quick termination and simple usage. Boasting market-

leading features like the complete elimination of cross-mating, excellent ingress and 

deluge protection, high reliability contacts and much more, the Hawke Connector 

range guarantees innovation, safety and reliability. 

The range is ideal for use in gas hazardous areas commonly found in Oil and Gas 

exploration and production and process plants. Hawke connectors may also be used 

in explosive dust environments and hostile non-explosive environments.

 The Hawke Connector range has been designed for four electrical application areas: 

Instrumentation, Control, Power and Fibre. 

Enclosures 

Harsh and Hazardous environments demand exceptional 

strength. That’s why we’ve been at the forefront of 

innovation for the past 30 years to provide you with globally 

certified, superior Stainless Steel and GRP Enclosures. 

Whether it’s an Enclosure for an Oil and Gas, Petrochemical 

or Harsh and Hazardous application, Hawke International 

can provide a quality assured solution that will guarantee 

the protection not just of assets, but of lives.
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For over 60 years, Hawke’s cable glands have been renowned for 

their quality, safety and easy installation. Our new range maintains 

the features that our customers know and love and combines 

them with a variety of extras to make installation, inspection and 

maintenance easier than ever before. 

New features include a revolutionary, patented tightening guide 

to reduce the chance of glands being over or under tightened. 

Our non-metallic, fully inspectable barrier gland also has NEC 

certification making it the world’s first, non-metallic, flameproof, 

fully inspectable barrier seal with NEC certification. 

The Universal series is available with a conversion kit, which 

enables the standard gland to be easily converted into a barrier 

gland, making our universal gland truly universal! 

Visit www.universalreloaded.com to download our new catalogue. 

CABLE GLANDS

www.ehawke.com



GZ Operators 

A new product line for  Killark: “GZ” Operators are designed for installation into flameproof enclosures 

and are a perfect fit for OEM applications and shop builders as they carry worldwide certification.   

We offer a variety of actuators ranging from momentary push-buttons to emergency stop buttons 

with pull, twist or key release functions. In addition, rotary selector switches, pilot lights and 

illuminated push buttons are available.  The aluminium threaded bushings are standard as ¾ - 14 

NPSM but can be special ordered with M22 x 1.5.  The contact blocks lock on to the actuator with the 

rotation of a lever eliminating the need for screws.  

HKH 

The HKH line of Control Stations are QUAD listed when supplied as a complete 

Control Station.  These non-metallic enclosures and actuators withstand the most 

harsh and hazardous environments across the world.  Made of impact resistant PA6 

glass reinforced antistatic material with f1 UV protection against the most severe 

exposure to sunlight.  A flame-retardant rating of V-0 is also achieved, in addition 

to possessing an operating temperature of -50°C to +60°C.  The most impressive 

characteristic of these Control Stations are the contact blocks which are rated up to 

20A and can be used as a switching device for lighting circuits up to two poles at 

350VAC.  The pilot light module is a single unit for voltages up to 254VAC. 
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The KFL-X Floodlight has a new REVOLUTIONARY look, that is 

purpose built for handling some of the world’s most extreme harsh 

and hazardous environments. 

This Zone 2, 21 luminaire has an innovative clamshell design that 

allows for complete and unimpeded access to the wiring chamber, 

while offering a water tight IP66 seal. 

The KFL-X also offers a wide array of optic choices and three 

different LED colour options that allow for precise illumination 

that is tailored to suit your installation. With a max output of 60K 

lumens and many other lower output versions, the KFL-X is the 

most versatile floodlight on the market. 

Visit www.killark.com for more details. 

www.killark.com



Follow us

Chalmit
PO Box 5575  Glasgow  G52 9AP  UK

Tel: +44 (0) 141 882 5555  Fax: +44 (0) 141 883 3704  Email: info@chalmit.com

Hawke International
Oxford Street West  Ashton-under-Lyne  Lancashire  OL7 0NA  UK

Tel: +44 (0) 161 830 6695  Fax: +44 (0) 161 830 6698  Email: sales@ehawke.com

GAI-Tronics
Brunel Drive  Stretton Park  Burton Upon Trent  Staffordshire  DE13 0BZ  UK

Phone: +44 (0)1283 500500  Email: sales@gai-tronics.co.uk

Killark
2112 Fenton Logistics Park Blvd.  Fenton  MO 63026  USA

Phone: (314) 531-0460  Fax: (314) 531-7164  killarkinfo@hubbell.com
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